Fingerprint

I ime Clocking
System

Introducing time clocking system of the future-FINGERTEC
AC-101 series, the system that incorporates fingerprint
verification technology to produce precise clocking time of each

employee.

The FINGERTEC AC100 series system's terminal is build with
user-friendly features; guarantee user a hassle-free and fast
process in every use. Every FINGERTEC AC-101 allows storage
of up to 120,000 transactions at a time and capable of storing
2800 of user template, it is particularly suitable for office, retail

outlets and factories use.

FINGERTEC AC-100 series is bundled with time and attendance

management software for easy administration of human

resources and security control.

PROVIDE youwith..... ... SPECIFICATION

192 mm wide
Size 141 mm high
47 mm deep

>> Efficient control management
>> Non-repudiated access record

>> Biometric time clocking system

Enrollment Up to 10 fingerprints per user
>> Field-proven reliable technolo
P 9y Fingerprint placement Allow rotation of fingerprint placement

FAR < 0.0001%

ADVA N TAG E Transaction Storage 30,000 up to 120,000 buffered transactions

1,000 AC-101

User Capacity 1,600 AC-102
2,800 AC-103
>> Manage one-to-many (1:N) identifications
Communication RS232, RS485, TCP/IP
>> Allow 10 fingerprints enrollment per user Baud Rate (bps) 9600, 38400, 115200
>> Allow rotation fingerprint placement Operating Temperature 0-45'C

up to 120,000 transactions

Power 5VDC Power Adaptor

>> Complete with straight forward Windows- Language English, Simplified Chinese, and
based management software Traditional Chinese

>> Improved human resources management
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